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Town of Zionsville Record Drawing and Digital Data Submittal Requirements 

March 2022 

Purpose: 

This document outlines the submittal requirements and process for providing Record Drawings and 
associated Digital Data to the Town of Zionsville for any new Street, Sanitary Sewer and Stormwater 
infrastructure that is constructed within the Town of Zionsville. 

Submission Requirements: 

Within 60 days of final completion of construction, the responsible entity (Developer, Contractor, etc.) or 
their designee shall submit the required data to the Town of Zionville, Public Works Department, 
Engineering Division.  The required data shall consist of: 

a. Record Drawings in PDF format 
b. Digital Data for incorporation into the Town’s GIS system for all Stormwater infrastructure within 

the Town Limits and any Sanitary Sewers within the Town’s Service area. 

Record Drawings: 

Record Drawings shall consist of a set of the project Construction Drawings in Adobe PDF format meeting 
the following requirements: 

a. Each page stamped by the preparer indicating the drawings to be Record Drawings and certifying 
their accuracy. 

b. The drawings shall be the approved Construction Drawings with legible red-line mark-ups of any 
changes as made during construction.  Changes include any substantive modification in the 
project such as locations, elevations, slopes, pipe sizes, materials, structure or casting types, or 
any other aspects of the project that are covered by the plans.  

c. Final elevations and locations shall be as surveyed following construction.  The final elevations, 
lengths and slopes shall be indicated next to marked-out design values on each plan sheet.  If 
locations changed, the new location shall be shown in red and the original location marked-out. 

d. All changes and final elevations shall be red in color on the pdf document. 
e. The submitted .pdf file must be legible, contain all As-Built data including the profile sheets, and 

be reproducible to scale. The files must be a minimum of 300 dpi and rotated properly. 

Stormwater requirements:  The Town’s Stormwater Ordinance (Sec 50.098) lists specific requirements of 
information to be included on the “as-built” plans.  These include: 
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1.   Pipe size and pipe material; 
2.   Invert elevations; 
3.   Top rim elevations; 
4.   Elevation of the emergency overflow (spillway) for ponds; 
5.   Grades along the emergency flood routing path(s); 
6.   Pipe structure lengths; 
7.   BMP types, dimensions and boundaries/easements; 
8.   “As-planted” plans for BMPs, as applicable; 
9.   Data and calculations showing detention basin storage volume; 
10.   Data and calculations showing BMP treatment capacity; and 
11. Certified statement on plans stating the completed storm drainage system and storm water 

management facilities substantially comply with construction plans and the storm water 
management permit as approved by the Town. (See certificate in the Storm Water Technical 
Standards Manual.) 

Note that if there are any significant discrepancies in the as-built conditions when compared to the 
design plans, the Town may request that the Design Engineer provide additional supporting 
documentation indicating that the project will perform in an acceptable manner. 

Digital Data: 

Digital Data for incorporation into the Town’s GIS system shall also be provided.  The Digital Data shall 
have the construction changes incorporated, (as noted in the Record Drawing mark-ups). 

a. The data shall be provided in two formats: 
1. an Autocad Map .dwg file utilizing Object Data Tables.  A template drawing with the 

appropriate Object Data Tables created is included with these standards.  
2. ESRI Shape files.  An individual set of shapefiles shall be created for each applicable layer on 

which data is present.  
b. The object data tables and shape files shall be populated in accordance with the attached Layer 

and Attribute List which provides definitions and parameters for the attributes on each layer. 
c. The coordinate system for the drawing shall be: Indiana State Plane – West – NAD 83 – US Feet. 
d. Storm - Data shall be provided for all public and private storm drainage systems and BMP’s 
e. Sanitary - Data shall be provided for all sanitary sewer facilities served by the Town’s wastewater 

utility.   
f. Infrastructure line work must be continuous polylines with a beginning and ending at a structure 

insertion point, connecting only two structures per line.  Lines must be drawn with the direction 
of flow. 

Attachments:  

- Zionsville Digital Data Submission Layer and Attribute List 
- TOZ ODT Template 2022.dwg 












